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Development Engineering 
1a. The thresholds for requiring the achievement of the standard flow control in Minimum Requirement #7 is 
as follows: 
 

 
 

Bullet 1 

 
 

The project as designed infiltrates 100% of the roof runoff from the proposed roof areas. The roof areas are 
therefore not considered Effective Impervious Surface. 
 

 
 

The definition of Effective Impervious Surface is as follows: 
 

 
 



Bullet 2 

 
 

The project as proposed does not exceed this threshold. 
 
Bullet 3 
 

 
 

 
 

The project as proposed does not exceed this threshold when comparing pre-project land cover to developed 
land cover.  
 

 
 
1b. The project is subject to Basic Water Quality however is exempt from constructing stormwater treatment 
facilities. Basic Water Quality is provided by Cation exchange in the underlying soils. 
 

Stormwater treatment facilities are required when:  
 

 
 

The definitions of PGHS and PGPS are as follows: 
 



 
 

The proposed Permeable Pavement is classified as PGPS and does not exceed ¾ of an acre. The proposed 
pavement in the right of way is classified as PGHS/PGIS and does not exceed 5,000 sf. 
 
Respectfully Submitted 
 
(digitally signed) 
 
Jeff Haynes P.E. 
CSP Engineering Inc. P.S. 
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